
USE: GENERAL CUSTOMER 
INFORMATION FOR 
GROUNDING AND BONDING 

CONCRETE ENCASED ELECTRODE 
(UFER GROUND) 

GROUNDING ELECTRODE SHALL BE 
TERMINATED IN A DRY LOCATION 
IF RE-BAR IS USED 

EXTERIOR 
FOUNDATION 
(TOP VIEW) 

2" MIN. 

SLEEVES HOLES, 
ETC. 

CONNECTION TO ELECTRODE. 
CONNECT GROUNDING ELECTRODE 
CONDUCTOR TO GROUNDING 
ELECTRODE WITH APPROVED 
GROUNDING CLAMP. 
SEE NEC ARTICLE 250 

SERVICE 
DISCONNECT 

IF THE NEUTRAL BUS IS INSULATED FROM 
THE ENCLOSURE INSTALL A MAIN 
BONDING JUMPER OR SCREW PER NEC 
ARTICLE 250. 

SEE NEC ARTICLE 250 FOR TYPE AND SIZE OF 
MATERIAL AND PROTECTION OF THE GROUNDING 
ELECTRODE CONDUCTOR. 

BOND TO INTERIOR METALLIC 
WATER PIPING SYSTEMS PER NEC 
ARTICLE 250. 

EXTERIOR CONCRETE FOUNDATION 

I--- GROUND ELECTRODE NEC 250 

NOTE: 
20 FT. OR MORE ENCASED OF #4 REINFORCING 
STEEL, OR #4 BARE COPPER WIRE (OR LARGER). 
SEE NEC ARTICLE 250. 
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