
USE: GENERAL CUSTOMER 
INFORMATION FOR 
GROUNDING AND 
BONDING 

SINGLE PHASE METER PEDESTAL 
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MAIN BREAKER 

WHERE NEUTRAL BUS IS INSULATED FROM 
THE ENCLOSURE, INSTALL A MAIN BONDING 
JUMPER OR SCREW TO THE PEDESTAL. 
NEUTRAL DISCONNECT MEANS 

NEUTRAL LANDING TERMINAL 

GROUNDED (NEUTRAL) SERVICE CONDUCTOR 

GROUNDING ELECTRODE CONDUCTOR 
(SEE NEC FOR MATERIAL, INSTALLATION AND SIZE) 

CONNECTION TO ELECTRODE. CONNECT 
GROUNDING ELECTRODE CONDUCTOR 
WITH LISTED GROUND CLAMP. 

GROUNDING ELECTRODE SYSTEM. 
TYPICAL 2 GROUND RODS 6 FT. 
MINIMUM SEPARATION 

SEE NEC ARTICLE 250 FOR REFERENCE. 

FORMALLY: SR-453 Page 6 

~ OM REVISION NO. 0 SR 603 UniSIIJrcefnergy INITIATED BY -
~sl.:::::~---r~~t!ES~R~C~O~M~M~. ----~--~~ 

SAIIUCRIZCOIHTY ESR COMM. 7-17 EFFECTIVE DATE 7-17 Pg. 1 of 1 


